GENERAL RENOVATION NOTES:

1. NEW METAL STUD WALL W/ SOUND BATT ATTENUATION.
2. NEW CMU WALL INFILL, ANCHOR AT JAMBS @ 24" O.C. VERT. MATCH EXIST DEPTH.
3. WALL MTD SCREEN EXIST WALL MTD SCREEN.
4. NEW SOLID CORE WOOD DOOR AND HOLLOW METAL FRAME. COORD KEYING REQUIRMENTS WITH OWNER.
5. NEW CORRIDOR DOOR. PROVIDE NEW PRECAST LINTEL AND 'TOOTH' IN JAMB CMU AS REQD. PAINT TO MATCH EXIST. COORD KEYING REQUIRMENTS WITH OWNER.
6. NEW FLOORING AND BASE.
7. NEW 2x4 ACOUSTICAL CEILING TILES AND GRID.
8. NEW COUNTER.
9. NEW BASE CABINETS.
10. NEW 24" HIGH TABLE TOP DIVIDER PANEL.
11. SALVAGED WALL CABINETS WC-1, WC-2, WC-3, WC-4 WC-5 & WC-6 RELOCATED FROM THREE PENN CENTER.
12. SALVAGED BASE CABINETS BC-1 & BC-2 RELOCATED FROM THREE PENN CENTER.
13. NEW SINK WITH FOOT PEDAL CONTROLS.
14. NEW (12) 18x18 CUBBIES STACKED 3 WIDE X 4 HIGH.
15. NEW SINK. LAMINATE NEW 2'-5" 4" GWB OVER EXIST SUBSTRATE.
16. PREP & PAINT METAL RADIATOR COVER TO MATCH CMU WALL COLOR.

---

<table>
<thead>
<tr>
<th>MATERIAL</th>
<th>LOCATION</th>
<th>COLOUR TO BE APPLIED</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>INTERIOR</td>
<td>A</td>
</tr>
<tr>
<td>B</td>
<td>INTERIOR</td>
<td>B</td>
</tr>
<tr>
<td>C</td>
<td>INTERIOR</td>
<td>C</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FLOOR FINISHES</th>
<th>BASEMENT</th>
<th>1ST FLOOR</th>
<th>2ND FLOOR</th>
<th>3RD FLOOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>A. LAMINATE</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
<tr>
<td>B. VINYL</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>INTERIOR WALL FINISHES</th>
<th>BASEMENT</th>
<th>1ST FLOOR</th>
<th>2ND FLOOR</th>
<th>3RD FLOOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>A. LAMINATE</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
<tr>
<td>B. VINYL</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>CEILING FINISHES</th>
<th>BASEMENT</th>
<th>1ST FLOOR</th>
<th>2ND FLOOR</th>
<th>3RD FLOOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>A. LAUNDERED CANVAS</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
<tr>
<td>B. VINYL</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
<tr>
<td>C. VINYL</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
</tr>
</tbody>
</table>

---
3'-113
7'/A2.2
2'-9'
A2.1
OPEN
OPEN
OPEN
EQ.
4'-47
3'-113
2'/A2.2
15/A2.4
9'-4'
C
5'-0'
COUNTER
3'
4" PLYWD BASE.
WALL CABINETS.
1'-3'
3'-2'
4" PLYWD BASE.
30" H. COUNTER
3
L
2'-15
C
4" PLYWD BASE.
RAKKS SUPPORT SYSTEM W/ CABLE LOCATIONS W/ 1'-0'
3/A2.2
D
8'
RAKKS SUPPORT
GROMMET, COORD.
3'-19
2'-10'
4'
3'-93
2'-10'
4'
3'-113
2'/A2.2
D
8'
RAKKS SUPPORT
GROMMET, COORD.
1'-6'
PRELIMINARY DRAWING
DATE ISSUED: 4-6-09
FINISH
1'-0'
PRELIMINARY DRAWING
DATE ISSUED: 12-23-09
FINISH
1'-0'
PRELIMINARY DRAWING
DATE ISSUED: 12-11-09
FINISH
1'-0'
BID DRAWING
DATE ISSUED: 1-8-10
FINISH
1'-0'
PERMIT DRAWING
DATE ISSUED: 1-8-10
FINISH
1'-0'
RECONSTRUCTION PHASE
ARCHITECTURE,
HARRISBURG, PA 17110
1-717-236-2266 PHONE
RECEPTION #115
SCALE:3/8" = 1'-0" ALCOVE # 134 & COPY CENTER #135
LARGE SCALE PLANS
TOILET ACCESSORY SCHEDULE

<table>
<thead>
<tr>
<th>No.</th>
<th>Date</th>
<th>Revisions By</th>
<th>Check</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1-22-10</td>
<td>LEN MRL</td>
<td></td>
</tr>
</tbody>
</table>

REQUIREMENTS FOR THE WALL OR WINDOW
POPLAR WD CAP, PAINT, (TYP).
GWB, PAINT, (TYP).
GWB, PAINT, (TYP).
PILLAR WD CAP, PAINT, (TYP).

PLUMBING FIXTURES SHALL BE FROM THE FINISHED WALLS.

1. PROVIDE MOISTURE RESISTANT GWB AS SCHEDULED.
2. PROVIDE SOLID BLOCKING PER MANUFACTURER'S SPECIFICATIONS TO ALLOW FOR TENSION SHALL NOT BE EXCEEDED FOR MATERIALS USED WHERE A VERTICAL OR HORIZONTAL FORCE OF 250 LBS. IS APPLIED AT ANY POINT ON THE GRAB BAR, FASTENER MOUNTING DEVICE, OR SUPPORTING STRUCTURE.
3. ALL WALL LAYOUT DIMENSIONS ARE FROM FINISH SURFACE.
4. PROVIDE MOISTURE RESISTANT GWB AS SCHEDULED.
5. USE CORRECT DESCRIPTIVE CONTENTS BEYOND DRAWING LIMITS OR DETERMINED BY OWNER.

SCALE:3/8" = 1'-0" ACCESSIBLE
30" H. COUNTER
30" H. COUNTER
30" H. COUNTER
30" H. COUNTER
### TOILET ACCESSORY SCHEDULE

<table>
<thead>
<tr>
<th>No.</th>
<th>Description</th>
<th>Mounting Hgt.</th>
<th>Supplier / No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>36&quot; GRAB BAR</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
<tr>
<td>2</td>
<td>MAX. A.F.F. TO TOP OF 42&quot; GRAB BAR</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
<tr>
<td>3</td>
<td>SURFACE MOUNTED. 48&quot; AFF</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
<tr>
<td>4</td>
<td>SANITARY NAPKIN DISPOSAL</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
<tr>
<td>5</td>
<td>SOAP DISPENSER</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
<tr>
<td>6</td>
<td>MIRROR</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
<tr>
<td>7</td>
<td>S. N. DISPOSAL BRACKETS</td>
<td></td>
<td>BOBRICK OR EQUAL</td>
</tr>
</tbody>
</table>

**Notes:**
1. HANDICAPPED FIXTURES ARE INDICATED WITH THE REQUIRED CLEAR FLOOR SPACE.
2. PROVIDE MOISTURE RESISTANT GWB AS SCHEDULED.
3. PROVIDE SOLID BLOCKING PER MANUFACTURER’S SPECIFICATIONS TO ALLOW FOR WALL BEYOND.
4. GRAB BARS SHALL BE INSTALLED SO THAT ALLOWABLE STRESSES IN BENDING, SHEAR AND COMPRESSION ARE WITHIN THE ALLOWABLE STRESSES.
5. GRABBARS SHALL BE INSTALLED SO THAT ALLOWABLE STRESSES IN BENDING, SHEAR AND COMPRESSION ARE WITHIN THE ALLOWABLE STRESSES.

**Scale:** 3/8" = 1'-0" INTERIOR ELEVATIONS - ALCOVE #134

**Scale:** 3/8" = 1'-0" INTERIOR ELEVATIONS - RECEPTION #115

**Scale:** 3/8" = 1'-0" INTERIOR ELEVATIONS - DARK ROOM #151

**Scale:** 3/8" = 1'-0" INTERIOR ELEVATIONS - DARK ROOM #151

---

**Architect:**

**Revisions:**

**Date Issued:** JANUARY 8, 2010

**Addendum #1 LEN MRL 1-22-10**